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AN -2000-281866 [241 

AP - SE19980001811 19980525 

CPY - SPIN-N 

DC - T01 T04 

FS - EPI 

IC .G06F17/60 

IN - IVARSSON P A 

MC .T01-J05AT04-A03B1 

PA . (SPIN-N) SPINA BYGGNADSRAD AB 

PN . SE9801811 A 19991229 DW200024 G06F17/60 OOSpp 

PR .SE19980001811 19980525 

XIC - G06F-017/60 

AB SE9801811 NOVELTY - Information concerning the floor covering, the 
required cleaning agent and the necessary amount of agent needed is 
stored on an information carrier located inside the room or connected 
to the covering. A cleaner uses an instrument to scan the information 
on the carrier prior to cleaning in order to obtain the cleaning 
instructions. ELECTRONICS - The information carrier 'S a barcode 
sticker, preferably attached to the floor covering, and the instrument 
is a barcode reader. 

ADVANTAGE -^Damage caused by the use of the wrong cleaning materials 
or an incorrect dose of cleaning material is less likely to occur. 

IW ^ SYSTEM INDICATE METHOD MATERIAL NEED CLEAN FLOOR COVER ROOM BUILD 

iJ^^^sS^^^^^^^^ -OR COVER ROOM BUILD 

INFORMATION STORAGE CARRY ROOM SCAN CLEAN 
INW - IVARSSON P A 
NC - 001 
OPD ' 1998-05-25 
ORD- 1999-12-29 

PAW - (SPIN-N) SPINA BYGGNADSRAD AB ^ . „ 

Tl . System for indicating method and materials needed to clean floor 

covering in rooms inside building, has this information stored on 

carrier in room for scanning by cleaner 
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